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  Digi-Lite ™ IP specification
Modes

· B- modes , B/M modes

· Color doppler mode, Power doppler and Directional Power Doppler mode

· B+CFM/PDI/DPDI+PWD (Triplex)

· Tissue Harmonic Imaging (THI)

· gray scale: 256,color scale: 256

· full motion and full size real-time ultrasound imaging, up to 120 fps (depends on selected scan depth, scan angle, focus mode, High Line Density setting, computer speed)

· cineloop recording/play: several thousands frames (depends on computer memory size and scan mode)

· zoom mode: from 60% to 600% in all modes (Scan, Freeze, B, B+B, 4B, Doppler modes, M-zoom, cineloop and etc)

 

Probes

· electronic linear

 

· high Density probes

· 5 MHz to 10,0 MHz

· multifrequency

· automatic probe recognition

   

Color Doppler 

· PRF variable: 0.5-10 kHz

· real-time spatial filter: 4 values

· B/Color priority control

· Transparent Color Mapping (TCM): 10 values

 Pulsed Wave Doppler

· PRF variable: 1-10 kHz

· wall filter settings: 16 steps 

· single click auto adjustment: baseline, invert, PRF

Other

· bi-linear interpolation

· echo enhancement control

· noise rejection function

· speckle reduction 

   

File formats

· image and video save / load

· AVI

· JPG

· BMP

· PNG

· TIF

· DCM (DICOM)

· DCM (DICOM-JPEG)

· Calculations packages for various applications
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